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ChangzhouYi-Lift material handling equipment co. Lid, is a professional logistic and industrial equipments
manufacturer in China for more than 30years. The product range covers manual and electric pallet trucks,
stackers, mobile and stationary lift tables, weighing trucks, roller skates and all kinds of trolleys

Our company owned a complete line of advanced equipments, such as CMM machines, welding Robots,
CNC cutting machine, Auto Power coating line, Hydraulic Press and Testing machine eic. We have
professional technical team in designing and producing which can meet the different requirements: from
customers. And we are an 1S0O8000 guality certified company which ensures all products and service is
complied with standard quality system. Most of our products are also granted CE or GS certificates by TOV
Rheinland Group.

We cooperated with Hu-lift since year 1992 to export our products all over the world. We acted as the original
equipment manufacturer (OEM) for many worldwide enterprises such as Linde, Still, Manitou on pallet trucks,
and we are also important supplier to some famous catalogue companies such as Grainger, Manutan,

Kaiser+Kraft, Global, Fastenal usco and AJ

Yi-Lift team are always ready to provide nol only quality products but also our prefect customer service, our

professional work is worth to be rely on!
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Lift Table & Access Lift

Lift Table AS series

+ Economic range but reliable.

+ Serrice support are fitted.

+ New hydraulic system increases safety and protects your goods, stepless
rate of lowering system remains irrespective of the weight of the load.

+ Conforms to EN1570.

.

. ~
AS20 AS35D

Model AS20 AS30 AS50 AS80 AS35D
Capacity (kg) 200 300 500 800 350
Table Size LxW (mm) 700x450 852x502 852x502 920x520 920=520
Table Height Hmin/Hmax (mm) 265/755 330/910 390/910 442/1000 435/1500
Handle Height h (mm) 980 1100 1100 1130 1130
Wheel Dia. (mm) @100 @125 @125 @150 @150
Overall Size BxC (mm) 450=870 502x1050 502x1050 520x1170 520=1170
Foot Pedal to Max. Height =25 <30 =40 <70 =70
Net Weight (kg) 44 74 i 81 114 125

Lift Table BS series

+ Heavy duty range.

+ New hydraulic system increases safety and protects your goods, stepless rate of lowering
system remains irrespective of the weight of the load.

+ Conforms to EN1570.

BS15 BS30D

Model Capacity Table Size Table Height Handle Height =~ Wheel Dia. Overall Size Foot Peda Net Weight

(kg) LxW (mm) H (Min./Max.)(mm) h {(mm) (mm) BxC (mm) (kg)
BS15 150 700=450 265/755 1000 @100 450=950 20 41
BS25 250 830=500 330/810 1100 @125 500=1010 28 78
BS50 500 1010=520 435/1000 1130 @150 520=1185 55 118
BS75 750 1010=520 442/1000 1130 @150 520=1260 65 120
BS100 1000 1010=520 445/950 1130 i @150 520=1260 85 137
BS15D 150 830=500 435/1430 1100 @125 500=1010 30 90
BS30D 300 1010=520 435/1585 1130 i @150 520=1260 75 150
BS50D 500 1010=520 440/1575 1130 @150 520=1260 85 168
BS80D 800 1010=520 470/1410 1130 @150 520=1260 95 165




Lift Table & Access Lift

Mobile Lift Table Y T F/I'YTFD

+ Economic range but reliable.
+ Conforms to EN1570.

Model YTF18 YTF30 YTF50 YTF75 YTF100 YTF35D YTF70D
Capacity (kg) 180 300 500 750 - 1000 350 700
Min. Height (mm) 220 285(foldable)  285(foldable) 420 380 355 445
340(fixed) 340(fixed)
Max. Height (mm) 720 880 880 990 950 1300 1500
Table Size LXW (mm) 700x450 850x500 850x500 1000%500 = 1016x510 910%500 1220610
Wheel Size (mm) | ©@100x25 @125%40 ©125%40 @147x50 @147x50 @125%40 @125x%40
Pump times <28 <27 <27 <45 <82 <53 <97
Net Weight (kg) 46 77 81 125 140 105 195




Lift Table & Access Lift

Mobile Lift Table Y TG series

+ Economic range but reliable.
+ Conforms to EN1570.

Model YTGSE0 ; YTG100
Capacity (kg) 500 ; 1000
Min.Height (mm) 290 360

Max. Height (mm) 915 | 1360
Table Size (LxW) (mm) 1600=810 2035x750
Wheel size (mm) D125x40 ©180x50/980%40
Pump times =55 <200

Net Weight (kg) 154 198




Lift Table & Access Lift

Dual Speed Hydraulic Scissor Lift Table PKT series

+ Fast speed operation make light weight lifting to maximuim height rapidly.
+ Independent lifting cylinder and hydraulic valve block for easy maintenance.
+ Easy manual shifted between fast and slow speed transfer.

+ Fast speed operation increase lifting speed by two times.

+ Automatic double-speed hydraulic system available.

Model PKT20 PKT35D PKT50 PKT100
Capacity (kg) 200 350 500 1000
Minimum Table Height (mm) 250 380 330 340
Maximum Table Height (mm) 850 1320 900 1050
Platform Size (mm) 800500 900500 810=500 1000500
Wheel Dia. (mm) 100 100 125 125
Speed Pumps Slow 25 30 40 65
Fast | 13 20 25 37
Fast Speed Max. Load (kg) 75 150 250 400
Net Weight (kg) - 47 83 84 135
CZ D-Trolleys
+ No trapping points between moving parts, minimizing the risk of trapped fingers.
+ Service supports are fitted.
+ Rear wheels are fitted with toe guards and brakes which stop the wheel from
rotating and the swivel head from turning. All wheels have non-marking rubber
rims and stainless steel roller bearings.
+ Front wheels - The front wheels are fitted on long axles for improved stability
and a tight turning circle. Anti trap toe guards are supplied as standard to help
prevent accidental roll-over.
+ Conforms to EN1570.
‘;z_'
. + Different table size can be supplied. 01;' 5'0
Accessories "’

Ball Transfer Table

Easier for loading and unloading operations
by means of a ball transfer unit. As the steel
balls are raised, the goods on the table are
very easy to move into or move away. As
the steel balls are lowered, the goods stay
on table firmly.

Roller Track gEN l 7“
Mznmaauwd in acecrdans n

with the requirerents of the
Iit table standard

Goods transported are secured

by adjustable stoppers at both
ends of the track.

Model Capacity Highest height Lowest Height Length Width Platform Net Weight
(kgs) (mm) (mm) (mm) (mm) (mm) (kgs)
CZD 203 200 1620 450 1150 650 900=600 85




Lift Table & Access Lift

Scissor Table SC series - :

Features & Benefits

|
. . A
+ Simple, compact design.
+ Fully complying product. i i
+ Manual operation.
+ All tables fitted with service props. Option-roller shatt platform
5 ]

+ Simple to add rollers etc.

+ Fully serviceable components.
+ Fast moving product line.

+ Cooperation with Advanced Handling,

ﬁ 1l 11! ' 7

Model SC-125-D-M SC-150-5-M 5C-300-8-M $C-300-D-M SC-450-D-M SC-500-S-M
Capacity (ka) 125 150 300 300 450 500
Max. Height A (mm) 1420 780 840 1350 1550 900
Min. Height B (mm) 430 255 335 295 295 340
Platform Width C (mm) 500 450 500 590 510 610
Platform Length D (mm) 840 i 760 840 840 1030 1030
Overall Size ExF (mm) 1090500 990x450 1050500 1190x640 1350x665 1320%610
Scissors 2 1 1 2 2 1
Operation M ' M M M M i M

Lift Table QT series

+ Heavy duty range.
+ New design to meet norm EN1570: 1999.
+ New hydraulic system increases safety and protects your goods, tepless

rate of lowering system remains irrespective of the weight of the load.

W
e
H
QT25 QT30D

Model QT15 QT25 QTS50 QT75 QT100 QT30D QT50D QT80D QT50L
Capacity (kg) 150 250 500 750 1000 300 500 800 500
Table Size LxW (mm) 700x450 830x500 1010x520  1010x520  1010x520  1010x520 1010x520 | 1010x520  1525x620
Table Height H(Min./Max.) (mm) 265/755 330/910 435/1000  442/1000 445/950 435/1585 440/1685 = 470/1410 400/1100
Handle Height h (mm) 1015 1085 1100 1100 1100 1100 1100 1100 1100
Wheel Dia (mm) @100 @125 2150 @150 2150 2150 @150 2150 2150
Overall Size BxC (mm) 450=930 = 500%1065 = 520=1275 520x1275  520x1275 520x1275 520=1275  520=1275 = 6201780
Foot Pedal to Max. Height 22 30 65 75 80 65 75 80 100
Net Weight (kg) 41 78 118 120 137 150 168 165 175




Lift Table & Access Lift

Lift Table HEX series

+ Heavy duty range.

+ New design to meet norm EN1570: 1999.

+ New hydraulic system increases safety and protects your goods, tepless
rate of lowering system remains irrespective of the weight of the load.

Model HEX30 HEX50
Capacity (kg) 300 500
Table Size LxW (mm) 775=500 920=615
Table Height H(Min./Max.) (mm) 280/810 300/940
Handle Height h (mm) 900 950
Wheel Dia. (mm) 2125 2125
Qverall Size BxC (mm) 960x500 1080=600
Foot Pedal to Max. Height 16 25
Net Weight (kg) 65 118

Lift Table T C series

+ Heavy duty range.

+ New design to meet norm EN1570: 1999.
+ New hydraulic system safety.

+ Welded front wheel bracket.

+ Assembling handel.

Model TC22P TC45P
Capacity (kg) 220 450
Maximum Lift Height (mm) 724 876
Minimum Height (mm) 235 279
Platform Size (LxW) (mm) 705%450 813=508
Net Weight (kg) 40.5 74
Gross Weight (kg) 44.5 78.5
Package Size (mm) 810x490x245 980=x560x290
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Big Capacity Lift Table (Seperated Pump) CPTD series

CPTD500/800 CPTD1000/1500

Model Capacity Table Size Table Height Wheel Dia. Pakage size Net Weight

(kg) (mm) (Min./Max.)(mm) (mm) (mm) (kg)
CPTD500 | 500 905=x500 360/1500 125 (58") 1020%520=360 110
CPTD800 = Double Scissor | 800  1200x610 45001500  125(8") 1380=610x460 = 150
CPTD1000 1000 1200%610 500/1700 150 (6") 1370x610x500 225

Aluminum/ stainless Lift Table BSAIYSS series

+ Robust structure yet light Weight.
+ Made of stainless #304 (BSA is made of Aluminum).

+ Two brakes increase safety.

+ Stainless structure ideal for phar maceutical, food,
beverage etc.
_+ Meet EN1750.

BSA10 YS825 Y8835D

Model BSA10 i YSS15 i YSS25 i YSS35D i YSS50
Capacity (kg) 100 150 150 350 500
Max.Height (mm) 755 755 755 1300 1000

Table Size (mm) 700=450 700=450 700%450 910x500 1000%520
Handel Height (mm) 1010 ‘ 1000 : 1100 | 1100

Overall Size ~ (mm) | 450x910  450%950 | 1010%500 © 1120%530
Package Size (mm) 850x490%300 910%500%325  940x550x400  1050x580x430
Materidd | Aw ~ Stainless  Stainless  Stainless
Foot Pedal to Max. Height 40 20 20 53 30

Net Weight (kg) 23 40 - 40 105 81

450=950
L1t S
Stainless




Lift Table & Access Lift

Stainless Lift Table BSS series

+ All made of stainless steel.

+ Conforms to EN1570 and ANSI / ASME safety standard.

+ Safety clearance between scissors to prevent from trapping.

+ Swivel wheel with protection frame and brake to prevent foot from injury.

Built-in relief valve to fulfill overload protection.
For use in food industry, medicine industry.

Model BSS10 ' BSS20 ' BSS30 ' BSS50 ' BSS75

Capacity kg) | 100 200 300 500 750

Min. Height (mm) 265 330 330 435 442

Max. Height (mm) | 755 910 910 1000 1000
Platform Size (mm) 700450 830x500 830500 1010%520 1010x520
Wheel Size (mm) | 100 125 125 ' 150 125
Overall Size (mm) | 950x450x1000 1010%500%1000 1010%500x1000 1158x520x1000 1260%520%1000
Net Weight (kg) | 40 i 78 i 80 _ 118 i 137

Electric Lift Table ES series

Lifts heavy loads with ease

+ Robust structure yet light weight.

+ Power unit made in Karean, DC 800W.
+ High quality battery 75Ah/12V.

+ Automatic battery charger.

+ Wheel and roller diameter 150mm.
+ Handle height 1185mm.

ES30 ES50 ES50D

Model Capacity Table Size Table Height Lifting Cycle Wheel Dia. | Lifting/Lowering Time | Overall Size =~ Net Weight
(kg) LxW (mm) H (Min./Max.)(mm}) Fully Charged (mm) (second) (mm) (kg)
ES30 300 1010x520 450/950 65 @100 15/15 520=1010 140
ES50 500 1010x520 450/950 55 @150 15/15 520=1010 148
ES75 750 1010x520 450/950 45 @150 15/15 520=1010 154
ES100 1000 1010x520 480/950 40 @150 15/15 520=1010 169
ES30D 300 1010%520 495/1600 45 i @150 i 15/15 520=1010 183
ES50D 500 1010x520 495/1618 40 @150 15/15 520=1010 198
ESS1D 910 1010x520 510/1460 40 i @150 15/15 520=1010 220




Lift Table & Access Lift

Manual and Electric Large Table BS - LIES - L series

+ Large table for big size materials.

BS50LB

ES50LB

Model
Type

BS50LA

BS50LB

Manual

BS100L

ESS0LA

ES50LB
Electric

ES100L

500
400

Capacity (kg
Min. Height (mm
Max. Height (mm

NetWright ~ (kg) | 175

1525=620

500
370

1200=800
160

1000
425

163

1200800

Power pack (w

)
)
)
Table Size (mm)
)
)
)

Battery

1200800

500
430
1220
1200x800
220
700 3
C7sz

1000
430

225
700

- P

Tilt Table BL/TS series

+ The lift tables from YI-LIFT are specofocally to allow an operator to
feed and unload parts from tote boxes or containers quickly and

easily without lifting,bending,stretching or reaching.

+ When in its lift and tilt position,the unit holds totes or containers at
a comfortable working height and angle that allows operator to easily

reach parts even at the bottom of the container.

+ The working table is elevated by means of a foot actuated hydraulic
cylinder.As the table is raised,it automatically tilts to an angle of 45° at

full elevation.Built-in retaining lip keeps container in place.

Electric Tilt Table

+ Lift heavy loads with ease.

+ Allow an operator to feed and unload parts from tote boxes or containers

quickly without bending down or up,stretching or reaching.

+ High quality battery service free 75Ah/12V.
+ A separate automatic charger.
+ Two brakes on steering wheel increase safety.

Model
Type

BL15

BL40
Foot Pedal

BL80

TS40

TS80

Capactiy (kg)
Max./Min. Table Height H1 (mm)
Max./Min. Table Height ~ H2 (mm)
Handle Height

Table Size
Table Size
Table Size
CxB (mm)

H3 (mm)
M (mm)

Overall Size

Wheel Size (PU)
Lifting Up/Down Time (s)
NetWeight

CH2(mm) |
LW (mm) |

ke |

150
415/880

41511400

1100

830x500

830

1010=500

@i25x30

400
435/900

1130

930

1355x520

43511560
830x520
.
@150x40

800
440/1000

43811570 |

1130

830x520 |

930

1355x%520

@150<40 |

45

400
500/900

500/1620

1180

830x520

930

1185x520

@150<40

20

0

Eletric

800
500/1000

50011620

1180

830x520

930

BE:E

1260%520

2150%40

20

- 188

1220
1200800



Lift Table & Access Lift

Lift Table BZ/EZ series

+ Low profile, min. height 230mm (9 inch).

+ Foot operated hydraulic pump (manual type).

+ Meet EN1570 norm and ASME safety
standards (electric type).

EZ75A
Model BZ70A BZ70B EZ75A EZ75B
Type Manual Manual Electric Electric
Capacity kg (Ibs) ‘ 700(1540) 700(1540) 750(1650) 750(1650)
Min. Heignt mm (inch) 230(9) 230(9) 230(9) 230(9)
Max. Height mm (inch) ‘ 840(33) 1065(42) 850(33.5) 1065(42)
Lifting Time (s) — — 12-17 13-18
Platform Size mm (inch) 916x610(36x24) 1220%610(48x24) 916x610(36=24) 1220=610(48=24)
Handle Height mm (inch) 935(37) 935(37) 935(37) 935(37)
Front Wheel Dimeter mm (inch) ‘ @125 (@5) @125(a5) @125(a5) @125(35)
Steering Wheel Dimeter mm (inch) @100(@4) @100(4) @100(24) @100(24)
Overall Size mm (inch) ‘ 1280x750%935(50x30%37)  1580x750=935(62x30x37) | 1246x750x935(49x30=37) | 1550x750%935(61%30x%37)
Power Pack (W) — — 800/12 800/12
Battery (Ah/V) ‘ — — 54/12 54/12
Net Wright kg (Ibs) 130(285) 158(350) 168(370) 192(420)

Self-propelled Lift Table

+ Self-propelled and electric lifting.
+ Curtis controller and HALL accelerator.

ESFIESM series

+ Conforms to EN1570 and ANS/ASME safety standard.

ESF

Model ESF50 ESF50D ESM50 ESMS50D ESM80 ESM80D
Table Size LxW (mm) 1020x610
Min. Table Height H1 (mm) ‘ 460 470 460 470 460 520
Max. Table Height H2 (mm) 1000 1720 1000 1720 1075 1850
Overall Height H3 (mm) 1100 1100 1100 1100 1100 1100
Handle Height H4 (mm) 1030 1030 1165 1165 1165 1165
Base Length L1 (mm) 1158 1158 1345 1345 1345 1345
Max. Base Length L2 (mm) 1193 1193 1380 1380 1380 1380
Overall Width W1 (mm) ‘ 667 667 667 667 667 667
Handle Width W2 (mm) 496 496 400 400 400 400
Back Wheel Size &1 (mm) ‘ 200

@3 (mm) 127
Front Wheel Size @2 (mm) ‘ 200
Net Weight (kg) 194 241 203 250 240 293
Note ‘ Fixed handle, 500kg Middle steering handle, 500kg Middle steering handle, 800kg

Single scissor Double scissor Double scissor Double scissor

Single scissor Single scissor



Lift Table & Access Lift

Linear Actuator Scissor Lift Table YL-LA series

+ Mechanical-electric lift table.

+ No oil leaks. No hydraulic lift.

+ Maximum starting frequency 10 times per minute.
+ Built-in charger. Compact, space-saving.

+ With 4 swivel mute casters.

+ High strength plastic wheel carrier.

+ Quiet operation.

Model YL-LA100D-01 YL-LA100D-02 | YL-LA150D-01  YL-LA150D-02  YL-LA250-01 YL-LA250-02
Capacity (kg) 100 100 150 150 250 250
Table Size (mm) 800=500 910=610 800500 910=610 800x500 910=610
Min./Max. Table Height (mm) 410/1280 410/1280 410/1280 410/1280 355/830 355/830
Battery 24DC-12Ah 24DC-12Ah 24DC-12Ah 24DC-12Ah 24DC-12Ah 24DC-12Ah
Lifting Time without Load (s) 28-32 28-32 36-40 36-40 i 30-34 30-34
Lowering time without load (s) 24-28 24-28 34-38 34-38 30-34 30-34
Lifting Time with Rates Load (s) 36-40 36-40 57-61 57-61 45-49 45-49
Lowering Time with Rates Load (s) 24-28 24-28 34-38 34-38 30-34 30-34
Max. Working Current BA BA 8A 8A 5.5A 5.5A
Charger 24V-DC-2A 24V-DC-2A 24V-DC-2A 24V-DC-2A 24V-DC-2A 24V-DC-2A
Working Cycle/Chartered 130 130 70 i 70 i 140 i 140
Max. Linear actuator force (N) 8000 8000 10000 10000 8000 8000
Castor Wheel 4 Pcs Mute Castor wheels TPR Bracket 5" TDR wheels

Overall Dimension LxWxH (mm) 890=x500x992 1000x610x892 890x500x992 1000%610x992  890x500x992 1000%610x992
Net Weight (kg) 79 82 80 83 64 67
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Transfer Lift Table BTI BE series

+ More easier for loading and unloading operations by means of ball transfer unit.

+ Electric : 800W DC power pack made in Korean.

2 LE SR
i
: l
/8
I = ]-" % w1 oo o c?ﬁm ‘
- l i o 9 Q0 ¢ 0 O
S E T I S A S A —9% m
S S S— L L2 ¢ 0 o o o
Model BT20 BT45 BT70 BT100 BE45 BE70 BE100 BE45L
Type Manual Electric
Capacity (kg) 200 450 700 1000 450 700 1000 450
Table Size LxW (mm) 820=500 550=1006 550=1006 550=1006 550%1008 550=1006 550x1006 672x1516
Table Height Hmin/Hmax (mm) 520/1000 632/1185 i 632/1150 647/1140 640/1140 670/1140 670/1140 6191329
Handle Height H3 (mm) 1100 1130 1130 1130 1130 1130 1130 1130
Wheel Diameter (mm) @125 2150 @150 @150 @150 @150 @150 @150
Overall Size BxC (mm) 560x1010 580=1185 580=1260 580=1260 580=1185 580=1260 580x1260 672x1780
Stroke to Max. Height 30 65 i 75 75 — — — —
Lifting Speed (s) — — = — 15 15 15 15
Net Weight (kg) 105 153 i 155 172 183 169 204 273

Spring Lift Table BC series

+ Self-leveling, fully adjustable, weight sensitive!

+ Designed to maintain an ideal working height for assembly lines and loading/unloading operations.
+ Balance to achieved by double springs fitted to the shock absorbers.

+ Simple to operate spring tension adjustment.

Model BC21 BC40
Capacity (kg) 210 400
Loading Range (kg) 80-210 100-400
Table Size LxW (mm) 830=500 1010520
Table Height (Min/Max)  (mm) 360/770 440/800
Handle Height (mm) 1100 1100
Wheel Dimeter (mm) @125 i @125
Overall Size (mm) 1065=500=1100 1200=500=1100
Net Weight (k@) 75 123
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Lift Table ZC series

+ Lifting height up to 1524mm.

+ Foot operated hydraulic pump.

+ Precise control of lowering speed.
+ Removable push/pull handle.

Model ZC36 ZC48 ZC80
Capacity (kg) 900 900 900
Lowered Height (mm) 609 762 915
Lifting Height (mm) 915 1220 1524
Platform Size LxW (mm) 915x610 915x610 915x610
Lifting Speed (mm) 27 =7 27
Lowering Speed Controllable Controllable = Controllable
Overall Length (mm) 1250 1250 1250
Overall Width (mm) 660 660 660
OverallHeigt ~ (mm) 970 970 970
Wheel Load Wheel Diameter (mm) @125 2125 2125

Steering Wheel Diameter (mm) @125 @125 @125
Net Weight (kg) 120 130 140

Mobile Lift Table BH series

+ Heavy duty range.
+ Handle with tool box.
+ New design to meet norm EN1570: 1999.

+ New hydraulic system increases safety and protects your goods, stepless rate of lowering system remains irrespective of the weight of the load.

Option: Rotary Table.

Model No. Capacity Table Height (Min./Max.) With Attached Table (Min./Max.) Table Size Overall Size
kg (Ib.) mm (in.) mm (in.) mm (in.) mm (in.)

BH20 200 (440) 270/750 (10.6/29.5) 348/828 (13.7/32.6) 700x520 (27.6x20.5) 922x690%910 (36.3x27.2x35.8)
BH30 300 (660) 320/915 (12.6/36) 398/993 (15.7/39.1) 850x520 (33.5x20.5) 1065%690=975 (41.9x27.2x38.4)
BH30D 300 (660) 435/1600 (17.1/63) 520/1685 (20.5/66.3) 1010%520 (39.8x20.5) 1270%520=970 (50%20.5%38.2)

BH50 500 (1100) 435/1000 (17.1/39.4) 520/1085 (20.5/42.7) 1010=520 (39.8x20.5) 1200%520=970 (47.2%20.5%38.2)
BH75 750 (1650) 435/1000 (17.1/39.4) 520/1085 (20.5/42.7) 1010%520 (39.8x20.5) 1270%520=970 (50%20.5%38.2)

BH100 1000 (2200) 445/980 (17.5/38.6) 530/1065 (20.9/41.9) 1010=520 (39.8x20.5) 1270%520=970 (50x20.5%38.2)
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Mobile Lift Table HIM series

+ Heavy duty range.

+ Handle with tool box.

+ Pneumatic tire with brake system for safe and easy handling over rough terrian.

+ New design to meet norm EN1570: 1999.

+ New hydraulic system increases safety and protects your goods, stepless rate of lowering system remains irrespective of the weight of the load.

Option: Rotary Table.

Model No. Capacity Table Height (Min./Max.) With Attached Table (Min./Max.) - Table Size Overall Size
kg (Ib.) mm (in.) mm (in.) mm (in.) mm (in.)

HM200 200 (440) 380/870 (15/34.3) 458/948 (18/37.3) . 700x520 (27.6%20.5) ' 922x680x910 (36.3%27.2x35.8)
HM300 300 (660) 410/1000 (16.1/39.4) 448/1078 (17.6/42.4) 850=520 (33.5%20.5) 1065x690%975 (41.9x27.2x38.4)
HM300D 300 (660) 545/1700 (21.5/66.9) 630/1785 (24.8/70.3) 1010%520 (39.8x20.5) 1270x720=975 (50x28.3%38.4)
HM500A 500 (1100) 545/1110 (21.5/43.7) 630/1195 (24.8/47) 1010%520 (39.8x20.5) 1270x720x975 (50x28.3%38.4)
HM500B 500 (1100) 345/1180 (13.6/46.5) 423/1258 (16.7/49.5) 1220610 (48%24) 1538x800%975 (60.6x31.5%38.4)
HM750 750 (1650) 545/1110 (21.5/43.7) 630/1195 (24.8/47) 1010%520 (39.8%20.5) 1270%720x975 (50%28.3%38.4)

screw Lift Table MST series

+ 2 castor wheels with brakes and 2 fixed wheels.
+ Easy height adjustment with handle.

Model No. MST200 MST300
Capacity (kg) 200 300
Min. Height (mm) 350 440
Max. Height (mm) 880 1000
Platform Size LxW (mm) 600=400 950=600
Qverall Size (mm) 815 | 1000
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Screw Type Lift Table LC series

+ Itis convertible lift table using for lifting and transporting in workshop, warehouse and wharf, etc.

Its rated capacity is 200kgs.

Model | LC200 LC500

Load Capacity (kg) 200 500

Min. Height (mm) 400 3 450

Max. Height (mm) 900 i 1150

Table Size (mm) 400=600 800x=500
Roliér Type . o - 1 . Single Poly .Roiler . ‘: . Single Pdly.R“oIIer

Hydraulic Motorcycle Lift MC series

+ Heavy duty design for professional applications.

+ The lift is manufactured work both indoors and outdoors.

+ Easily to lift by foot operated hydraulic pump.

* This lift is equipped with a slot on the loading platform that permits taking the rear wheel off.

+ The operator’s safety is ensured by a overload valve and mechanical stopping devices that are always engaged, both lifting and lowering can be stopped at any
position still keep the conditions of stability and safety unchanged.

MC450 MC500
Model [ MC500 ' MC450 ' MC450D
Max. Capacity (kg) 500 450 450
Max. Platform Height (mm) ‘ 770 780 780
Min. Platform om0 170 ' 180 i 180
Platform Size (mm) | 2200%700 2060%550 2200680
Net Weight (kg) 193 120 i 138




Lift Table & Access Lift

Hydraulic Motorcycle Lift TC series

+ Heavy duty design for professional applications.

+ The lift is manufactured work both indoors and outdoors.

+ Easily to lift by foot operated hydraulic pump.

+ This lift is equipped with a slot on the loading platform that permits taking
the rear wheel off.

+ The operator’s safety is ensured by a overload valve and mechanical stopping
devices that are always engaged, both lifting and lowering can be stopped at
any position still keepthe conditions of stability and safety unchanged.

TC450

TC150 TC500
Model TC150 TC450 TC500
Max. Capacity (kg) 150 450 500
Max. Platform Height ~ (wm) | 1070 7@ g0
Min. Platform (mm) 145 220 170
Platform Size ~ (mm) |  1400x47O  1gooxe0O  2200x700
Net Weight (kg) 100 140 235

Electric Motorcycle/ATV Lift | E series

+ Heavy duty design for professional applications.

+ Latest design of scissor structure ensures durablity and stability.

+ This lift is equipped with a special machanical vice to block the dismounting
of the back wheel without being obliged to remaove the lifting slide.

+ High quality power pack made in Europe.

TEB80M TEB80E
Model TE500 TEB80M TEB80E
Max. Capacity (kg) 500 680 680
Max. Platform Height (mm) 800 830 830
Min. Platform Height ~ (wm) | 170 4 w80
Platform Size (mm) 2200=700 1950=1220 1950=1220
NetWeigt (k) | 240 288 =220




Lift Table & Access Lift

Air Motorcycle Lift Table ZD series

ZD04081/ZD04101 /ZD04101D
ZD04082

ZD04152AQ ZD04082Q

ZD04152Q-J ZD04104

Model Capacity Height(mm) GW. = NW.  TableSize = RampSize  Package Size = QTY/20'CY
(b)y  Min.  Max. (ka) = (kg) (cm) (cm) (cm) (pcs)
ZD04081 800 180 680 126 104 | 190x53 42x53 198x58%26 206
ZD040B1A | 800 180 680 126 104  190x53  42x53  198x58x26 80
ZD04081Q so0 180 680 i . 190x53

zDO4101 | 1000 180 780 . . 206%55
ZD04082Q 800 210 780 118 | | 175x49  45x50 151x65%30 88
ZD04104 | 1000 210 780 160 | 200%60  60x60  200x74x32 56
ZD04152AQ 1500 180 830 215

5 C1e5x71 5BxT1 203x77x31 52
zD04152Q-J | 1500 180 830 252 222 195x122 | 58x122 204x79x35 52




Lift Table & Access Lift

Electric Motorcycle Lift Table ZD041 07-DM

Motorcycle lift table ZD04107-DM
Capacity lbs 1000
Min.Height mm 190
Max.Height: mm 830
Table size cm 200x60
Ramp size cm 70x60
Rated Voltage: V /Hz 220/50
Nominal power Kw 0.75
Working Pressure: Mpa ' 25

Tank Capacity L 15

Motorcycle Lift Table

ZD04301 ZD04304 ZD04303

ZD04103A ZD04103F
Model Capacity |  Height{mm) GwW. NW . TableSize  Package Size  QTY/20CY
(Ib) Min. Max. (kg) (kg) (cm) (cm) (pcs)
ZD04103A 1000 | 85 ' 340 i 13 125 38x23 44x25x10 1600
ZD04013F 1100 | 20 T 405 15 ' 14 © 45x15 53x34x10 1420
ZD04301 300 350 870 30 28 41x35 49x44%37 342
ZD04303 300 350 T er0 31 29 41x35 49x44x37 342
ZD04304 300 350 870 27 25 41x35 49x44x37 342




Lift Table & Access Lift

Hydraulic Lift Tables IVIP series

+ Used as adjustable work bench, welder’s positioning table, or leveling table.

+ Ideal for punch presses, die handling, conveyors, brake presses, loading and unloading trucks and maintenance operations.
+ Two poly swivel and two rigid castors.

+ Reliable foot brake.

Model Capacity Min.Height Raised Height Table Size Diameter of Castor ‘ Net Weight i Post
(kg/Ibs) (mm/inch) (mm/inch) (mm/inch) (mm/inch) (kg/Ibs) (pcs)
MP0246 90/200 740/29 1170/46 410x410/16%16 75/3 ! 34.5/76 . No
MP0548 225/500 760/30 1220/48 460x%460/18%18 ' 100/4 ' 69.5/153 two
MP1048 455/1000 760/30 1220/48 460%915/18x36 100/4 90.5/202 two
MP2048A 900/2000 760/30 1220/48 610x915/24x36 i 100/4 i 102/225 . four

Hydraulic Lift Tables IVID series

+ Used as adjustable work bench, welder’s positioning table, or leveling table.

+ Ideal for punch presses, die handling, conveyors, brake presses, loading and unloading trucks and maintenance operations.

+ Two poly swivel and two rigid castors.
+ Reliable foot brake.

b Floor lock
MD0246 MD0548 MD1048 MD2048A MD6059B

Model Capacity Min.Height Raised Height Table Size Diameter of Castor ‘ Net Weight - Post

(kg/lbs) (mm/inch) (mm/finch) (mm/inch) (mm/inch) (kg/lbs) (pcs)
MD0246 90/200 740/29 1170746 410x410/16x16 75/3 ‘ 34.5/76 . No
MD0548 225/500 760/30 1220/48 460x460/18x18 - 100/4 69.5/153 . two
MD1048 455/1000 760/30 1220/48 460x915/18x36 100/4 90.5/202 two
MD2048A 900/2000 760/30 1220/48 610%915/24x36 ' 100/4 102/225 four
MD2048B 900/2000 760/30 . 1220/48 815x1220/32x48 100/4 140/308 four
MD2059A 900/2000 940/37 1500/59 610%915/24%36 150(125)/6 187/412 four
MD2059B 900/2000 940/37 ' 1500/59 815%1220/32x48 150(125)/6 240/528 four
MD4059A 1800/4000 940/37 1500/59 610x915/24x36 150(125)/6 i 187/412 four
MD40598B 1800/4000 940/37 1500/59 815x1220/32x48 150(125)/6 240/528 four
MD6059A 2700/6000 940/37 1500/59 610x915/24x36 | 150(125)/6 i 187/412 four
MD6059B 2700/6000 940/37 i 1500/59 815%1220/32x48 150(125)/6 240/528 four




Lift Table & Access Lift

Pneumatic Lift Table QN series

+ Air pressure 0.6-0.7 mpa.

Model QN500 QN1000
Capacity (kg/lbs) . 500/1100 1000/2200
Min. Height (mm/inch) . 230/9” 230/9

Max. Height (mmfinch) 840/33" 840/33"

Air Pressure (Mpa) 0.7 0.7
Platform Size (mm/inch) . 1220%812/48"x32" 1220%812/48"x32"
Net Weight (kg/lbs) ‘ 147/324 236/520

Electric Post Lift Tables BP series

+ 500 - 1000kg capacities

+ Foot-operated floor lock

+ Integrated push/pull handle

+ Screw drive linear actuator with push-button control on BP series
+ 2 fixed and 2 swivel casters with high impact polyurethane wheels

Model BP12-10 BP12-20 BP18-10 BP18-20
Capacity kg 500 1000 500 1000
Lowered Height mm 635 i 635 864 864
Lifting Height mm 940 940 1320 1320
Platform Size mm 762x508 915x610 762x508 915%610
Battery DC 12V/20Ah 12V/33Ah

Load Wheel Dia. mm 125

Steering Wheel Dia. mm 125

Net Weight kg 123 i 141 168 195




Lift Table & Access Lift

Pallet Spring Level Loader SP series

+ Automatically maintain a load at the ideal height for manual loading and unloading.
+ Automatically maintain the top of the load at the working height.

¢ Includes a steel scissor lift mechanism and at least one large compression spring.

+ The springs are chosen to match the weight and height of a fully loaded pallet.

+ With a shock absorber to eliminate tendency for the load to bounce on the springs.

Carousel pallet turn with brake

Option-Solid Disc with Cover

/
Option-Skirt cover

Stainless Galvanized
Model SP-2000
Capacity (kg) 200-2000 -
Compressed Height (mm) 240
Extended Height (mm) 710
Rotation Ring, Outside Dia (mm) 1110
Rotating Ring Inside Dis. (mm) 1035
Base Frame Length (mm) 1150
Base Frame width (mm) 930
With 3 springs Large, Middle, Small
Net weight (kg) 128




Lift Table & Access Lift

Electric Rotating Lift Table ALT=-EH/EP series

+ 360 degree rotating closed platform.

+ Easy to be moved by the forklift.

+ Internal power pack equipped with relief valve against overloading and compensated flow valve for controlled lowering speed.
+ Heavy duty cylinders with drainage system and check valve to stop the lift table lowering in case of hose burst.

+ With hand controller, foot pedal controller as optional.

+ Single phase power supply as optional.

+ External power unit as optional.

Model , ALT1000EH ALT2000EH ALT1000EP ALT2000EP
Capacity (kg) 1000 ‘ 2000 1000 2000
OperatidnType (mm) 7 Electric (Handle) Electric (Handle) . Electric (Pedal) Electric (Pedal)
Diameter of Platform (mm) | 1110 ' 1110 1110 ' 1110

Min. Platform Height (mm) | 300 300 300 ' 300

Max. Platform Height (mm) | 700 ! 700 : 700 700
Basement Length T mm) | 934 T om o e 934
Basement Width (mm) | 922 ) 22 ' g2

Lift Time s) | 15-20 20-25 . 15-20 20-25
Power Pack o | 380V/50HZ, AC1.1KW  380V/50HZ, AC 22KW  380V/50HZ, AC 1.1 KW 380V/50HZ, AC 2.2KW
Net Weight Ckg) | 163 - 175 164 o R VR




Lift Table & Access Lift

All-Around Airbag Automatic Load Leveler - Airbag Palletizer - Pallet Positioner

+ Load and unload pallets without stooping, stretching, or walking.

+ The P3-All Around Pneumatic Load Leveler automatically maintains pallets at a constant level and
comfortable working height as layers of boxes are added or removed.

+ Leveling is accomplished by a heavy-duty, reinforced rubber airbag that can handle loads up to

4500 Ibs.

+ After airbag charging with shop air is complete, the P3 All Around can be disconnected

and moved to any location in the plant. Because the P3 is pneumatic, it can accommodate loads

that vary substantially in weight (from 400 - 4500 Ibs.) so one unit is versatile enough to work in

several areas.

Model Number SP4500

Load Capacity (kg) 2050

Raised Height (mm) 705

Lowered Height ~ (mm) | 241
Overall Base W x L (mm) 910=810

Turntable Diameter (mm) 1105

Carousel Pallet Turn CPT series

Model CPT10-1 CPT10-2 i CPT10-3 CPT20-1 j CPT20-2 CPT30-1
Capacity kg 1000 ‘ 2000 3000

Top Inside Dia. mm(in.) 673(28.5) 825(32.5) i 915(36) i 915(36) 1130(44.5) 927(36.5)
Top Outside Dia. m(in.) 762(30) 915(36) 1016(40) i 1016(40) 1220(48) 1016(40)




Lift Table & Access Lift

Adjustable Work Positioners XL series

+ Reduces ergonomic strain-positions your work at the precise height and angle you select.

+ Choose table height range 510-700mm or 720-1070mm great for dies, mould, parts bin, etc.

+ Lightweight, mobile, all-steel construction.

+ Platform can be set at various heights and tilted to a certain angle to reduce strain and overexertion.
+ Telescoping shaft with safety lever secures the work positioners to the height you want.

+ Four swivel casters marking the work positioners extremely easy to maneuver.

+ Angle of table is adjustable from 0-40°.

+ A valve core for pneumatic purpose.

Model XL15A XL15B XL15C
Capacity (kg) 150 50 150
Table Height Range (mm) 510-700 720-1070 720-970
Adjustable Table Angle 0-40° 0-40° 0
Net Weight (kg) 28 30 23

Hydraulic Work Positioner XH 1 5A

+ Reduces ergonomic strain-positions your work at the precise height and angle you select.

+ Table height 720-1070mm great for dies, mould, parts bin, etc.

+ Lightweight, mobile, all-steel construction.

+ Platform can be set at various heights and tilted to a certain angle to reduce strain and overexertion.
+ Hydraulic pump lift the platform to the height you want.

+ Four swivel casters marking the work positioners extremely easy to maneuver.

Model XH15A
Capacity (kg) 150
Table Height Range (mm) 720-1070
Adjustable Table Angle 0-40°
Net Weight (kg) e




Work Table YL'WT series

Lift Table & Access Lift

+ Lift table are designed for use in shipping and receiving rooms, warehouse stock rooms shops, laboratories, stores, etc.
+ Each unit comes equipped with steel platform, adjusting knob, base frame, 4" polyurethane casters, and all mounting hardware.

Tilted Tilted

YL-WT150 YL-WT300
Model YL-WT150 YL-WT300
Type Tilting work table Tilting work table
Capacity (kg) 70 140
Platform (mm) 560%533 610x610
Raised Height (mm) 960 1066
Lowered Height (mm) Al 800
Fast/Slow — —
Tilt Angle 0-45° 0-30°
Caster 4 Swivel casters, 2 with brake 4 Swivel casters, 2 with brake
Packing Size (mm) 580%580%190 640%650=790
Net Weight (kg) 25 39




Lift Table & Access Lift

Work Table YL'MT series

+ Lift table are designed for use in shipping and receiving rooms, warehouse stock rooms shops, laboratories, stores, etc.
+ Each unit comes equipped with steel platform, adjusting knob, base frame, 4" polyurethane casters, and all mounting hardware.

Raised
YL-MT2000

Model YL-MT2000A YL-MT2000B YL-MT200C YL-MT200D YL-MT200E YL-MT200F
Type Mechanical work table = Mechanical work table ~ Mechanical work table = Mechanical work table = Mechanical work table = Mechanical work table
Capacity (kg) 1000 1000 1000 1000 1000 1000
Platform (mm) 610914 762x1220 762x1220 610=1220 762x910 762x1524
Raised Height (mm) 1066 1066 1066 1066 1066 1066
Lowered Height  (mm) 810 810 810 810 ' 610 ' 610
Fast/Slow Fast/Slow Fast/Slow Fast/Slow Fast/Slow Fast/Slow Fast/Slow

Tilt Angle — — — — — —

Caster 2Rigid,Swivels with brake 2Rigid,Swivels with brake 2Rigid, Swivels with brake 2Rigid,Swivels with brake 2Rigid,Swivels with brake 2Rigid,Swivels with brake
Packing Size (mm) 650x960x650 800x1250x650 . 800x1250%650 800x1250=650 - 800x1250=650 . 800x1250=650
Net Weight (kg) 60 65 65 65 65 65




Lift Table & Access Lift

Stationary Foot Pump Scissor Table FBX series

+ Heavy duty range.
+ New design to meet norm EN1570:1999.

+ Foot operated.

Model FBX15 FBX20 FBX25 FBX30D FBX50 FBX80 FBX100
Capacity (kg) 150 200 250 300 500 800 1000
Table Size LxW (mm) 700x450 700x500 830x500 1010x520 1010520 1010x520 1010=520
Table Height H(Min./Max.) (mm) 127/533 150/711 150/711 240/1375 150/800 150/800 160/800
Overall Size (mm) 730%450 730=500 850=500 1030%520 1030x520 1030%520 1030%520
Foot Pedal to Max. Height 30 40 47 55 70 70 80

Self-Propelled lift table (Battery Powered)

+ Heavy duty range.
+ New design to meet norm EN1570:1999.
+ Foot operated.

Model SLT1200
Capacity (kg) 1200
Lowered Height (mm) 540
Raised Height (mm) 1300
Platform Size LxW (mm) 1300=820
Base Frame Size (mm) 1300=820
Lift Time (sec) 15-20
Power Pack DC24 2.2KW
Net Weight (kg) 450
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-I Lift Table & Access Lift

Linear Actuator Scissor Lift Table E-HW series

E-HW02501

E-HW1001
Model E-HW02501 E-HWO0501 E-HW1001
Capacity (kg) 250 500 1000
Min. Table Height (mm) 160 180 180
Max. Table Height (mm) 650 885 885
Platform Size (mm) 715=540 1200700 1200750
Lifting Time (s) 15-20 15-20 15-20
Lowering Time (s) 15-20 15-20 15-20
Electric Actuator 3-380V-0.75kw 3-380V-1.1kw 3-380V-2.2kw




Lift Table & Access Lift

Electric Scissor Lift Table HW series

+ Heavy duty design.
+ HW series lift tables meet EN norm and ANSI/ASME safety standards.

+ These models can be used in above-floor or in-floor pit applications.

Standard Safety Features

+ Upper platform lifted with aluminum safety bar preventing descent on Push button Remote controller
contact with obstructions.

+ Low-tention (24V) control box with up-down buttons.

+ Internal power pack equipped with relief valve against overloading and
compensated flow valve for controlled lowering speed.

+ Heavy duty cylinders with drainage system and check valve to stop the
lift table lowering in case of hose burst.

+ Safety clearance between scissors to prevent trapping during operation.

Other Standard Features
+ Self lubricating bushings on pivot points.

+ Removable lifting eye to facilitable handling and lift table installation.
+ High quality AC power packs are made in Europe.

HW1001 HW4001
Model - Capacity Lowered . Raised Platform Size Base Frame Size Lift Time Power Pack . Net Weight
Height Height

(kg) (mm) (mm) (mm) (mm) (second) (kg)
HW1001 1000 205 9980 820=1300 6401240 20~25 380V/50HZ, AC 1.1kw 160
HW1002 . 1000 205 9980 1000%1600 6401240 20~25 380V/50HZ, AC 1.1kw 215
HW1003 | 1000 240 ; 1300 850=1700 640x1580 30~35 380V/50HZ, AC 1.1kw | 217
HW1004 . 1000 240 1300 1000%1700 640x1580 30~35 380V/50HZ, AC 1.1kw 230
HW1005 | 1000 240 1300 850=2000 6401580 30~35 380V/50HZ, AC 1.1kw 200
HW1006 1000 240 1300 1000%2000 640x1580 30~35 380V/50HZ, AC 1.1kw 240
HW1007 1000 240 1300 1700%1500 1580%1320 30~40 380V/50HZ, AC 1.1kw 310
HW1008 | 1000 240 1300 2000=1700 1580%1320 30~40 380V/50HZ, AC 1.1kw 430
HW2001 | 2000 230 ; 1000 850=1300 785x1220 20~25 380V/50HZ, AC 1.5kw i 212
HW2002 2000 230 1000 1000%1600 785x1220 20~25 380V/50HZ, AC 1.5kw 237
HW2003 2000 250 1300 850=1700 785x1600 25~35 380V/50HZ, AC 1.5kw 260
HW2004 | 2000 250 1300 1000=1700 785x1600 25~35 380V/50HZ, AC 1.5kw . 285
HW2005 | 2000 250 i 1300 850=2000 785x1600 25~35 380V/50HZ, AC 1.5kw 300
HW2006 2000 250 1300 1000%2000 785x1600 25~35 380V/50HZ, AC 1.5kw 293
HW2007 2000 250 1400 1700=1500 1600%1435 25~35 380V/50HZ, AC 2.2kw 415
HW2008 | 2000 250 1400 2000=1800 1600%1435 25~35 380V/50HZ, AC 2.2kw 500
HW4001 | 4000 240 1050 1200x1700 900x1600 30~40 380V/50HZ, AC 2.2kw 402
HW4002 4000 240 1050 1200%2000 900x1600 30~40 380V/50HZ, AC 2.2kw 405
HW4003 4000 300 1400 10002000 900x2000 45~50 380V/50HZ, AC 2.2kw 496
HW4004 | 4000 300 1400 1200%2000 900x2000 45~50 380V/50HZ, AC 2.2kw 525
HW4005 | 4000 300 i 1400 1000%2200 900x2000 45~50 380V/50HZ, AC 2.2kw . 585
HW4006 4000 300 1400 1200%2200 9002000 45~50 380V/50HZ, AC 2.2kw 504
HW4007 | 4000 350 1300 1700%1500 1620x1400 35~45 380V/50HZ, AC 2.2kw 560
HW4008 4000 350 1300 2200=1800 1620%1400 35~45 380V/50HZ, AC 2.2kw 655
HW86001 6000 380 1150 1700=1000 1600%990 25~35 380V/50HZ, AC 3kw 475




Lift Table & Access Lift

Double Scissor Lift Table HD series

+ Heavy duty design.
+ Meet EN1570 norm and ANSI/ASME safety standard.
+ High quality power unit made in Europe.

Standard Safety Features

+ Upper platform lifted with aluminum safety bar preventing descent on contact with obstructions.

+ Internal power pack equipped with relief valve against overloading and compensated flow valve
for controlled lowering speed.

+ Heavy duty cylinders with drainage system and check valve to stop the lift table lowering in case
of hose burst.

+ Safety clearance between scissors to prevent trapping during operation.

Other Standard Features
+ Self lubricating bushings on pivot points.
+ Removable lifting eye to facilitable handling and lift table installation.

Model HD1000 HD2000 HD4000
Capacity (k@) 1000 2000 4000
Lowered Height (mm) 305 360 400

Raised Height (mm) 1780 1780 2050
Platform Size LxW (mm) 820=1300 850=1300 1700=1200
Base Frame Size (mm) 640x1240 785x1220 1600=x900

Lift Time (sec) 35~45 35~45 55~65

Power Pack 380V/50Hz, AC1.1kw 380V/50Hz, AC1.5kw 380V/50Hz, AC2.2kw
Net Weight (k@) 255 282 630

Three Scissor Lift Table HT series

+ Heavy duty design.
+ Meet EN1570 norm and ANSI/ASME safety standard.
+ High quality power unit made in Europe.

Standard Safety Features

+ Upper platform lifted with aluminum safety bar preventing descent on contact with obstructions.

+ Internal power pack equipped with relief valve against overloading and compensated flow valve
for controlled lowering speed.

+ Heavy duty cylinders with drainage system and check valve to stop the lift table lowering in case
of hose burst.

+ Safety clearance between scissors to prevent trapping during operation.

Other Standard Features
+ Self lubricating bushings on pivot points.
+ Removable lifting eye to facilitable handling and lift table installation.

Model HT1000 HT2000 HT4000 HT5000
Capacity (kg) . 1000 2000 4000 5000
Lowered Height (mm) 470 560 625 890

Raised Height (mm) 3000 3000 3200 5100
Platform Size LxW (mm) 1700%1000 1700=1000 1700%1200 2980x2000
Base Frame Size (mm) 1600=1000 1606x1010 1610%1140 2980%2000

Lift Time (sec) 35~45 i 50~60 70~80 90~105
Power Pack 380V/50Hz, AC2.2kw 380V/50Hz, AC3kw

Net Weight (kg) 433 494 910 1500




Lift Table & Access Lift

Four Scissor Lift Table H F series

+ Heavy duty design.

+ High quality power unit from Europe.

+ Conforms to EN'1570 and ANSI/ASME safety standard.

+ Safety clearance between scissors to prevent from trapping.

+ Installed aluminum safety bar to prevent from trapping while descending.

+ Built-in relief valve and compensation flow control valve to fulfill overload protection
and control lowering speed.

+ There is safety valve to stop the table or keep slow descending in case of hose burst.

+ Self-lubricating bushing in all pivot peints to prolong the lifespan.

Model HF400 ' HF800 HF1600 HF2000

Capacity (kg) 400 800 1600 2000
Min. Height (mm) 800 710 800 950
Max. Height (mm) 4100 4100 4250 4800
Platform Size (mm) 1700%1000 1700=1000 1700x1200 2000%1200
Base Size (mm) 1600x1000 1606x1010 1610x1140 2000%1200
Raising Time (s) 30-40 75-85 50-65 90-95
Descending Time (s) 30-40 75-85 70-85 75-80
Power Pack AC380V, 2.2KW  AC380V,2.2KW  AC380V, 2.2KW AC380V, 3KW
Net Weight (kg) 457 530 725 920

Mini Lift Table HZ1001

+ Small platform for special size materials.
+ Meet EN1570 norm and ANSI/ASME safety standard.
+ High quality power unit made in Europe.

Model HZ0501 HZ1001

Capacity (kg) 500 1000

Lowered Height (mm) 165 180

Raised Height (mm) 950 770

Platform Size LxW (mm) 610=910 610=916

Base Frame Size (mm) 450=700 585=896

Lift Time (sec) 17~22 15~20

Power Pack 380V/50HZ, AC 0.75kw 380V/50HZ, AC 1.1kw

Net Weight (kg) 98 115

Large Lift Table HW series

+ Large platform for special size materials.

+ Meet EN1570 norm and ANSI/ASME safety standard.

+ High quality power unit made in Europe.
Model ' HW500L ' HW501 ' HW502
Capacity (kg) 500 500 500
Lowered Height (mm) 200 180 180
Raised Height (mm) 1000 . 1000 1000
Platform Size LxW (mm) 800x=2000 (standard) 1300=600 1300=800
Base Frame Size (mm) 680=1615 1210=585 1210=585
Lift Time (sec) 20~25 10~15 10~15
Power Pack 380V/50HZ, AC 1.1kw 380V/50HZ, AC 0.75KW | 380V/50HZ, AC 0.75KW
Net Weight (kg) 218 121 . 131




Lift Table & Access Lift

Large Lift Table HW D series

+ Large platform for special size materials.
+ Heavy duty design.
+ Meet EN1570 norm and ANSI/ASME safety standards.

+ These models can be used in above-floor or in-floor pit applications.

Standard Safety Features

+ Upper platform lifted with aluminum safety bar preventing descent
on contact with obstructions.

+ Low-tention (24V) control box with up-down buttons and compensated
flow valve for controlled lowering speed.

+ Heavy duty cylinders with drainage system and check valve to stop the

lift table lowering in case of hose burst.
+ Safety clearance between scissors to prevent trapping during

operation.

Other Standard Features

+ Self lubricating bushings on pivot points.

+ Removable lifting eye to facilitable handling and lift table
installation.

+ High quality AC power packs are made in Europe.

HW2000D
Model HW2000D HW4000D HW8000D
Capacity (kg) 2000 4000 8000
Lowered Height (mm) 205 230 240
Raised Height (mm) 1000 1000 1000
Platform Size LxW (mm) 2500820 2500=850 3000=1200
Base Frame Size (mm) 2460%640 2450x785 2970%930
Lift Time (sec) 40~45 30~40 35~45
Power Pack 380V/50Hz, AC1.1kw 380V/50Hz, AC2.2kw 380V/50Hz, AC2.2kw
Net Weight (kg) 265 360 705

Electric Scissor Lift Table HWBG series

+ Scissor frame: solid steel plate

+ Compact & heavy duty

Model HWBGO05 HWBG10 HWBG20 HWBG30
Capacity (kg) 500 1000 2000 3000
Lowered Height (mm) 190 180 190 220
Raised Height LxB (mm) 1010 . 1010 1010 1020
Platform Size Lift Time | 1300x800 1300=800 1300=800 1300=800
Lift Time (sec) 15 i 25 40 26
Lift speed,laden/unladen (mm/s) 55 i 40 22 30
Lowering speed,laden/unladen (mm/s) 40 35 33 40
Power (Kw) 075 | 075 075 15
Net weight (kg) 1860 | 220 280 320




Lift Table & Access Lift

«y” Low Lift Table HU series

+ "U" shaped top platform.
+ "U" shaped table are spedially for handling pallets, no need for a pit or load.
+ They are manufactured to all European safety standards including EN1570:1999.
+ Remote power pack with pedestal and controls, pretected to IP54.
+ Upper platform fitted with safety perimeter to prevent descent on contact with obstructions.
+ 24V control box with UP and DOWN buttons and emergency stop.
+ External power pack equipped with a relief valve against overloading
and a compensated flow valve for controlling lowering speed.

+ Hose burst safety valve to stop the lift table lowering in case of
hose breakage.

+ Removable lifting eyes to facilitate handling and installation of
the lift table.

+ Oiless bushings on pivot points.

+ Quick assembly joint for oil hose.

Model HU6G00 HU1000 HU1500
Capacity (kg) 600 1000 1500

Max. Height H (mm) 860 860 860
Collapsed Height h (mm) 85 85 105
Platform LxW (mm) 1450=985 1450%1140 1600x1180

Lift Time (sec) 25~35 25~35 30~40

Power Pack 380V/50Hz, AC1.Tkw 380V/50Hz, ACO.75kw 380V/50Hz, AC1.5kw
Net Weight (kg) 207 280 380

Note: Clearance between two forks for pallet truck access 585mm.

Low Profile Lift Table HY series

+ Heavy duty design with larger platform. 1
+ These tables achieve a low closed height, eliminating the need for a pit installation. 3 \
+ They are manufactured to all European safety standards including EN1570:1999. l

+ Remote power pack with pedestal and controls, pretected to IP54.

+ Upper platform fitted with safety perimeter to prevent descent on contact with obstructions.

+ 24V control box with UP and DOWN buttons and emergency stop.

+ External power pack equipped with a relief valve against overloading and a compensated
flow valve for controlling lowering speed. Power supply are AC 380V/50HZ/3phase.

+ Hose burst safety valve to stop the lift table lowering in case of hose breakage.

+ Removable lifting eyes to facilitate handling and installation of the lift table.

+ Oiless bushings on pivot points.

+ Loading ramp is a standard equipment.

Model Capacity Platform Size Min. Height Max. Height Stroke Lifting Time Power Pack . Net Weight
(kg) LXW(mm) (mm) (mm) (mm) (second) (kg)
HY1001 1000 | 1450x1140 85 ‘ 860 775 25 © 380V/50HZ, AC 0.75kw 357
HY1002 1000 1600%1140 85 860 775 25 380V/50HZ, AC 0.75kw 364
HY 1003 1000 1450800 85 860 775 25 380V/50HZ, AC 0.75kw 326
HY 1004 1000 1600%800 85 860 i 775 25 380V/50HZ, AC 0.75kw 332
HY 1005 1000 16001000 85 860 775 25 380V/50HZ, AC 0.75kw 352
HY 1501 1500 1600%800 105 870 775 30 380V/50HZ, AC 1.5kw 367
HY 1502 1500 1600%1000 105 870 775 30 380V/50HZ, AC 1.5kw 401
HY 1503 1500 1600x=1200 105 870 775 30 380V/50HZ, AC 1.5kw 415
HY2001 2000 1600%1200 105 870 775 35 380V/50HZ, AC 2.2kw 419
HY2002 2000 16001000 105 870 i 775 35 380V/50HZ, AC 2.2kw 405




Lift Table & Access Lift

Loading Table HY2500

+ Heavy duty design.

+ For loading and unloading goods between ground and containers or trucks.
+ Removable lifting eye to facilitable handling and loading table installation.

+ Meet EN1570 norm and ANSI/ASME safety standard.

Model HY2500
Capacity (kg) 2500
Lowered Height (mm) 130

Raised Height (mm) 1700
Platform Size LxW (mm) 20002600
Base Frame Size (mm) 1900=2510

Lift Time (sec) 60~70

Power Pack 380V/50HZ, AC 2.2kw
Net Weight (kg) 1700

pock Lit 1L5000

+ Level transfer from any dock height to any truck bed height.
+ Leveler can go all the way down to grade level.

+ No ramps or inclines.

+ Capacities to 5000kgs.

+ Meet EN1570 norm and ANSI/ASME safety standard.

Model TL5000
Capacity (kg) 5000
Raised Height (mm) 2630
Lowered Height (mm) 600
Platform Size LxW (mm) 2000=3000

Net Weight (kg) 1750




Lift Table & Access Lift

Low Profile Lift Table HX series

+ Concave-shaped platform with super-low height.
+ With explosion-proof valve.

Option-Mobile control box
\*.

Model Capacity Platform Size Min. Height Max. Height Overall Size Lifting Time Power Pack Net Weight
(kg) LxW (mm) (mm) (mm) LxW (mm) (second) (V/IHz) (kg)
HX500 500 1270x1100 25 800 1515x1715 25-30 380/50 320
HX750 750 1270x1100 25 800 1515x1715 25-30 380/50 370
HX1000 1000 1270%1100 35 800 1515%1715 25-30 380/50 400
HX1500 1500 1270%1100 35 800 1515%1715 25-30 380/50 470

Low Profile Lift Table HE series

+ These tables achieve a low closed height, eliminating the need for a pit installation.

+ They are manufactured to all european safety standards including En1570: 1999.

+ Remote power pack with pedestal and controls IP54 protection.

+ 4V control box with UP and down buttons and emergency stop.

+ External power pack equipped with a relief valve against overloading and a compensated flow valve for controlling lowering speed Power supply are AC 380V/50HZ/3phase.
+ Hose burst safety valve to stop the lift table lowering in case of hose breakage.

HE1000

Model HE500 HE1000 HE1500 HE2000
Capacity (kg) | 500 1000 1500 2000
Platform Size LxW (mm) 1400x1200 1400x1200 1500x1300 1500x1300
Min. Height (mm) 85 85 85 100

Max. Height (mm) 885 885 885 820

Stroke (mm) 800 800 800 720

Lifting Time (s) 25-30 25-30 30-40 30-40
Power Pack | 380V/50HZ, 0.75KW 380V/50HZ, 1.1KW 380V/50HZ, 2.2KW 380V/50HZ, 2.2KW
Net Weight (kg) | 207 280 380 500




Lift Table & Access Lift

Low Profile Lift Table with Automatical Stopper HY' S series

+ Heavy duty design with larger platform.

+ These tables achieve a low closed height, eliminating the need for a pit installation.

+ They are manufactured to all European safety standards including EN1570:1999.

+ Remote power pack with pedestal and controls, pretected to IP54.

+ Upper platform fitted with safety perimeter to prevent descent on contact with obstructions.

+ 24V control box with UP and DOWN buttons and emergency stop.

+ External power pack equipped with a relief valve against overloading and a compensated
flow valve for controlling lowering speed. Power supply are AC 380V/50HZ/3phase.

+ Hose burst safety valve to stop the lift table lowering in case of hose breakage.

+ Removable lifting eyes to facilitate handling and installation of the lift table.

+ Oiless bushings on pivot points.

+ Loading ramp is a standard equipment.

Automatic stopper

Stainless available

Remote wireless controller available

Wireless remote controller is available

Model Capacity Platform Size Min. Height Max. Height Stroke Lifting Time Power Pack Net Weight
(kg) LxW(mm) (mm) (mm) (mm) (second) : (kg)
HYS1001 1000 1450%1140 85 860 775 25 380V/50HZ, AC 0.75kw 357
HYS1002 | 1000  1600x1140 85 i 860 s 25 380V/50HZ, AC 0.75kw 364
HYS1003 | 1000 1450%800 85 860 775 25 380V/50HZ, AC 0.75kw 328
HYS1004 | 1000 = 1600x800 85 ' 860 s 25 380V/50HZ, AC 0.75kw 332

HYS 0501 500 14501140 85 860 775 25 380V/50Hz AC 0.75kW 350




Lift Table & Access Lift

Customerized Large Lift Table

+ Heavy dutydesign

+ Larger platform size over 2300mm width

+ With handral and extra base support frame unit
+ Automatic stopper for safety

+ Combinated platform design for easy loading container

Automatic stopper while lifting

Model Capacity Platform Size Min. Height Max. Height Stroke Lifting Time Power Pack Net Weight
(kg) LxW(mm) (mm) (mm) (mm) (second) (kg)
CHwW4001 | 4000 3000%2500 230 1600 1370 45 380V/50Hz AC2.2kW 1250

Battery Powered Scissor Lift Table BPT series

Model BPT1000 BPT2000 BPT4000
Capacity (kg) 1000 2000 4000
‘Minimum Table Height ~ (mm) o 340 TTTRYT 340 340
Maximum Table (mm) 1600 1400 1190
Platform Size (mm) 2000=850 2000=850 ) 2050=900
Lifting Time (s) 15-20 15-20 15-20
i i B} e B I b
Battery 24VDC-80Ah 24VDC-80Ah 24VDC-80Ah
Power Pack 1.2kw 2.2kw 3.0kw
Charger 24VDC-10A 24VDC-10A 24VDC-10A
Net Weight ' 215 ' 310 ' 845




Lift Table & Access

Weighing & Speed adjustable Type Lift Table WST series

+ Capity :1000kg to 2000kg
+ High Accuracy +1kg within rate Capacity 2000kg
+ Lifting Speed can be set up by customer

+ Working height can be set up by customer

+ With Atuo/Manual mode during operating

+ Working parameter,such as speed,height,voltage,and weight is visual
+ Large data display screen

+ Four high-accuracy weighing sensors

+ Accurate height sensor

Option - Steel plate is available

Model Capacity Platform size Low/Raised Height
(kg) (mm) (mm)
WST1001 1000 1300=820 280/1065
WS8T1002 1000 1600x1000 280/1065
WST1003 1000 1700=850 320/1380
WST1004 1000 1700%1000 320/1380
WST1005 1000 2000=850 320/1380
WST1006 1000 2000=1000 320/1380
WST1007 1000 1700%1500 320/1380
WST1008 1000 2000=1700 320/1380
WST2001 2000 1300=850 310/1380
WS8T2002 2000 1600%1000 310/1380
WS8T2003 2000 1700=850 330/1380
WS8T2004 2000 1700%1000 330/1380
WS8T2005 2000 2000=850 330/1380
WS8T2006 2000 2000=1000 330/1380
WS8T2007 2000 1700%1500 330/1480
WS8T2008 2000 2000=1000 330/1480
WST1000D 1000 1300=820 380/1860
WS8T2000D 2000 1300=850 440/1860




Lift Table & Access Lift

Tilt Lift Table 1 HW series

+ Heavy-duty electrohydraulic tables with capacity of 1000 to 3000kg

+ Angle of tilt to 90degrees with different platform size

« Tilting & lifting Platform with safety alu. bar

+ With baffle plate

Note: These lift tables tilt as the platform is raised, They do not allow
independent control of Lift and/or Tilt.

HYDRAULIC CYLINDER

2400

2500

/—-w[: e

1]

Model THW1001 THW1002 THW2001 THW3001
Capacity (kg) 1000 1000 2000 3000
Platform size (mm) 1220%610 1300%820 1300850 17001200
Tilting platform size (mm) 1190%570 1260x780 1260800 1660x1150
Lifting-Tilting table height  (mm) 205-250 205-250 230-250 240-250
Lifting speed(s) (mm) 15-20 18-25 25-30 30-40
Motor (kw) 15 15 22 2.2
Weight (kg) 310 330 380 520




Lift Table & Access Lift

Electric Rotary Platform ERP series

+ Operated by foot pedal switch, Very convenient to operate.
+ With forklift fork pockets, it can be easy moved by forklift.

Model ERP1000 ERP2000
Capacity kg 1000 2000
Dia. of the Platform mm 1220 1220
Platform Height mm 286 286
Speed r/min 12 12
Motor Kw 2.2 22
Wheel mm Dia.150 150
Fork Pocket mm 178"54 178*54
Net Weight kg 200 ' 220

Electric Roller Lift Table HWR series

+ Electro-hydraulic lift, table with motorized rollers,manual translation on rails.

+ Motorized rollers with chain’ s transmission.

+ Push button attached to the structure with commands up/down, start and emergency +
forward and stop of the rollers

+ Sensor for max height adjustable and shift along the platform length.

Model HW-R
Capacity (kg) 1500
Platform Size (mm) 2500%800
Lowered Height (mm) 250
Raised Height (mm) 10000
Power Pack 3-380V/50Hz 2.2kw
Roller Width (mm) 700

7 l’)‘..l ‘\\m Rlloer Pitch (mm) 200

I A ——— RollerDia. (mm) 60
Roller Q'tity (mm) 21
Speed (mm/s) 80-100
Lifting Time 20s/750mm




Lift Table & Access Lift

Mobile Aluminium Work Platform (Single Mast) AWP series

AWP6-2000

Model

AWPE-1000

AWP8-1000

AWP10-1000

AWP86-2000

AWPE8-2000

AWP10-2000

AWP12-2000

Max. Platform Height
Worklng Helght

Ground Clearance
Lift Rated Capacity

Platform Size
Outspread Slze

Electrical Sou rce

Aneroid Battery

Charger

Lifting Motor

P
1

Overall Height

‘Overall Width
Overall Net Welght

Tlac

' DC

(mm) 6000
(mm)
mm) | 80
(ka) 150
(mm) |
(mm)

V)

B A2
(VIAH)
e

(VIKW)
(VIKW} |

(mm)

(Kg) 300
(Kg) 330

7700

§50<600
1930%1770

1330
(mm)| o 800

8000
9700

125

650x600
1930x1770

220
24

<1280

24712

121z
1330

350
380

N S

10000

11700

125
B50x600

1330
800 i

400
430

1930=1770

6000

300

1500x600
1950~1850

480
510

7700

150
emo i

8000

-
300
1500<600 -
19501850
22
24

24112

1550

580
610

9700

So i

10000
11700

80
250

1620%600
2130%1980

1670
%0

680
710

12000

200
1740600
25502500

2«1260

2015
Ll

1790
L I
780
810

The factory reserves the amending right for the materials and technical specifications.




Lift Table & Access Lift

Self-Propelled Working Platform CAWP series

Model CAWPT75 CAWP90
Max. Platform Height (mm) 7500 9000
Max. Machine Height (mm) 9000 10500
Min. Platform Height (mm) 530 530
Ground Clearance (mm) 70 70

Lift Rated Capacity (kg) 200 150
Platform Size (mm) 1000x700%1150 1000x700=1150
Max. Drive Speed F. (Km/h) 3-4 3-4
Max. Drive Speed R. (Km/h) 0.6-1 0.6-1
Minimum Turn Speed (mm) 1600 1600
Max. Climbing Gapacity (%) 10-15 1015
Caster Size (inch) 6 6
Driving Wheel Size (mm) 230%80 230%80
Drive Motor (VIKw) 2x24/0.4 2x24/0.4
Lifting Motor (VIKW) 2422 2422
Aneroid Battery (VIAh) 2x12/150 2x12/150
Charger (VIA) 24x15 24=15
Pothole Protection System Mechanical Control Mechanical Control
Overall Length (mm) 1500 1500
Overall Width (mm) 1000 1000
Overall Height (mm) 1960 1960
Net Weight (Kg) 1100 1250

Manual Material Lift LGA series

Model LGA10  LGAI5  LGAZ20 LGA25
Load Height (mm) | 3500 5000 6500 7900
SW.L (kg) | 350 300 250 200
Overall Length  (mm) | 740 740 740 790
Overall Width (mm) 800 800 800 800
Height (mm) 1990 1990 1990 1990
Weight (kg) 120 145 185 205
Cabinet (pes) 21/20" 42/40"




Lift Table & Access Lift

Compact Self-Propelled Scissor Work Platform FSJY3

Model FSJY3 FSJY3-9
Lift Rated Capacity (kg) 300 300
Max.Working Height (mm) 5000 . 5900
Max.Platform Height (mm) 3000 i 3900
Overall Length (mm) 1180 1180
Overall Width (mm) 760 760
Overall Height (mm) 1830 1930
Platform Size (mm) 1170x600 1170=x600
Ground Clearance (mm) 60 60
Wheel Base (mm) 9290 i 990
Min.Turn Radius (mm) 1200 1200
Driving Motor (VIKW) 2x24V/10.4 i 2x24VI0.4
Lifting Motor (VIKW) 24/0.8 i 24/0.8
Running Speed (Platform Stowed) (km/h) 4 4
Running Speed (Platform Elevated) (km/h) 0.8 . 0.8
Rising/Falling Speed (s) 20/30 . 20/30
Battery (V/AR) 2x12/80 2x12/80
Charger (V/AR) 24/15 24/15
Max.Climbing Ability 10-15% 10-15%
Max.working Allowable Angle *) 2 2
Driving Wheel (mm) @230=80 @230=80
Front Wheel (inch) 6 6
Net Weight (k@) 490 490

Elevating Work Platform ES30TIES35TIES39F

+ Safe — designed to be fully stable with working load 240kg.

+ Platform height — Full extended platform height of 3M gives an average working height of 5.0M.
+ Fasy to transport — compact size and weight means that it can be moved to different area.

+ Easy to Operate — hand controller can be operated either on the ground or on the platform.

+ Battery powered with universal chargers.
+ Conforms to EN280, EN1570 and ANSI/ASME safety standard.

Model ES30T ' ES35T ' ES39F
Capacity (kg) 240 240 240

Max. Height of the Platform Unload/Laden (mm) 3000/3000 ' 3500/3500 3900/3900

Min. Height of the Platform Unload/Laden (mm) 700/700 i 720/720 i 750/750

Lifting Speed Unload/Laden (s) 15121 15/21 8/25
Lowering Speed Unload/Laden (s) 16.5/16.5 16.5/16.5 17-20117-20
Platform Size (mm) 1106x526 1306526 1306%526
Overall Size (mm) 1255x730=855 1455x730%875 1350x730=800
Power Unit (V/IKw) 12/0.8 ' 12/0.8 12/0.8

Battery (V/AR) 12/80 12/80 12/80

Charger (built in) (VIA) 12/8 | 12/8 12/8

Front Wheel (mm) PU, Fixed, 200mm / 8inch . PU, Fixed, 200mm / 8inch . PU,FIXED,200mm/8inch
Rear Wheel ( with brake) (mm) | PU, Swivel, 200mm / 8inch : PU, Swivel, 200mm / 8inch PU,Swivel,200mm/8inch
Weight (kg) | 358 (336 frame+22 fence) 380 395




Lift Table & Access Lift

Semi Electric Small Scissor Lift

+ Safe — designed to be fully stable with working load 240kg.

+ Platform height — Full extended platform height of 3M gives an average working height of 5.0M.
+ Easy to transport — compact size and weight means that it can be moved to different area.

+ Easy to Operate — hand controller can be operated either on the ground or on the platform.

+ Battery powered with universal chargers.

+ Conforms to EN280, EN1570 and ANSI/ASME safety standard.

Model YSF0318 YSE0330 YSF0339 ! YSF0350 YSF0358

Max. Platform Height mm 1800 3000 3900 4800 5800

Min Platform Height mm 550 650 750 850 950

Platform Size. ~~_ om | yso.e00
SW.L kg 300 300 300
Upspeed ~  em| 10 3 s
down speed Vikw 7 : 30 50
Lifing Motor ~~ V/Ah | 1208 1208 1208
Charger WA 12115 : 12115A 12/15A
OverallLengh mm | 1280 1280 1280
7300 730 70 820

w20 180 1880 2024
Overall Net Weight kg 360 390 450 480 550

200 200
70 90
1208 1208
12/15A 12/15A
1280 1434
Rt N, ... 0 e




Lift Table & Access Lift

Self-Propelled Small Scissor Lift YEF series

+ Safe — designed to be fully stable with working load 240kg.

+ Platform height — Full extended platform height of 3M gives an average working height of 5.0M.
+ Easy to transport — compact size and weight means that it can be moved to different area.

+ Easy to Operate — hand controller can be operated either on the ground or on the platform.

+ Battery powered with universal chargers.

+ Conforms to EN280, EN1570 and ANSI/ASME safety standard.

Model YEF0318

YEF0330

YEF0339

YEF0348

Max. Platform Height

Min. Platform Height

SwW.L

Up speed

Down speed
Platform Size

Ground Clearance

Min.turning radius

Battery

Lifting Motor

Driving motor
Drvi
Charger

OverallLength

Overall Width
Overall Height

Overall height (Rails down)

Overall Weight

1800
640

10

L. S

1340
600

3000
720

33

.

1420
630

3900
800

53

60
1200

24/0.8

1280
760

1500
660

o
1150700

L. S

4800
880

73

o280

1580
690

LA



Lift Table & Access Lift

Scissors Aerial Work Platform SJY series

The scissors aerial work platform is a special equipment that can be widely used for the purpose of working high above the ground.
It's scissors-like mechanical structure gives the platform a high stability when it is lifted up. The spacious work platform and high
bearing capacity have enlarged the aerial service scope of the platform and make it suitable for several person working together
simultaneously. With the equipment, aerial work will be done more efficiently and more safely.

+ The main structure of high-strength manganese steel
+ Protection device against overloading

+ Protection device against dropping

+ Urgent descending device

Optional Parts Of The Lift Table

+ AC-380V power supply (of common size)
+ AC-220V power supply

+ DC power supply

+ Manual hydraulic power

+ Manual/electrical power supply

r ] '
g
|
Model Platform Size SWL Platform Heighth Working Height Dimension Size Power Tyre Size(Dia.) Net Weight
SJY0560 1800=x900x%1210 500kg 6m 8m 1950x1080=1310 1.5KW/220V 400-8mm ‘ 900kg
SJY0560B 1800%1000=1490 1000kg 6m 8m 2050%1180=1620 3KW/380V 500-8mm 1400kg
SJY0560C 2100=1150=1730 2000kg 6m 8m 2250%1320=1860 4KW/380V 700-9mm 1880kg
SJY0575 1800%1000=1680 500kg 7.5m 9.5m 1950=1180x 1810 22KW/220V  400-8Bmm 1140kg
SJY0590 1800%1000= 1680 500kg 9m 11m 1850%1180x 1810 2.2KWr220V 500-8mm 1260kg
SJY0590B 2100%1150=1860 1000kg 9m 11m 2250x1320=1840 3KW/380V 500-8mm 1700kg
sJyos90C 2100=1150x 2080 2000kg 19m 11m 2250%1320=2220 4KW/380V 700-9mm 2180kg
SJY05100 2100x1200=1680 500kg 10m 12m © 2200x1400x1550 22KW/380V  500-8Bmm 1500kg
SJY05110 2100=1150=1680 500kg 11m 13m 2250%1320=1810 2.2KW/380V 500-8mm 1500kg
SJY05110B 2200=1180=1860 1000kg 11m 13m 2350%1350=1940 3KW/380V 500-8mm 2200kg
SJY05120 2450%x1350%1800 500kg 12m 14m 2580x1520=1830 3KW/380V 500-8mm 2200kg
SJY05120B 2450%x1350%1970 1000kg 12m 14m 2700%1550%2100 4KW/380V 600-9mm 2600kg
SJY05140 2400%1420%2030 500kg 14m 16m 2580%1680=2260 4KW/380V 600-9mm 2680kg
SJY05160 2700x1420%2050 300kg 16m 18m : 2980x 1680%2180 4KW/380V : 600-9mm 2980kg
SJY05180 2700x1420%2150 300kg 18m 20m 3250=1800%2080 4KW/380V 700-9mm 3600kg




Lift Table & Access Lift

Self-Propelled Scissor Work Platform LS series

.

Model

Working Height (m
Platform Floor Height (m
Overall Length (m
Overall Width (m
Overall Height(Rails up) (m
Overall Height(Rails down) (m
Platform S[ze(Length/Width) (
Platform Extension Size (m
Ground Clearance(Stowed) (m
Ground Clearance(Raised) (m
Wheel Base (m
S.W.L (kg
S.W.L On Extension (kg
MaD([mum Workers Number

Turning Radius(Inside) (m
Turning Radius(Outside) (m
Travel Speed(Stowed) (km/h
Travel Speed(Raised) (km/h
Up Speed (sec
Down Speed (sec
Gradeability

Maximum Working Slope(CE/ANSI)
Tyre (mm)
Lifting/Drive Motor (kw)
Betteries (VIAh) |
Integrated Charger (VIA) '
Weight(CE) (Kg)

IR B SR R

LS1214HD
13.80
11.80
241
1.15
2.62
2.06
2.27x1.15
0.90
0.10
0.019
1.87
320
13
2
1.20
2.20
35
0.8
62-68
42-48
25%
1.5°/3°
® 381x127
4.5
4x12/290
24/30
2840

LS1012HD
12.00
10.00
2.41
1.15
247
1.91
2.27x1.15
0.80
0.10
0.019
1.87
320
113
2
1.20
2.20
3.5
0.8
52-58
39-45
25%
1.6°13°
¢ 381x127
45
4x6/240
24/30
2610

LS1010HD
10.00
8.00
241
1.15
23
1.99
2.27x1.15
0.90
0.10
0.019
1.87
450
13
2
1.20
2.10
3.5
0.5
33-38
33-38
25%
1.5°/3°
©381=127
3.3
4x6/220
24/30
2210

LS0810HD
10.00
8.00
2.41
0.83
23
1.99
2.27x0.83
0.90
0.10
0.019
1.87
230
13
2
1.20
2.10
3.5
0.8k
30-35
34-39
25%
1.5°/3°
®381x127
3.3
4x6/220
24/30
2150

LS0608HD
8.00
6.00
1.82
0.76
2.19
1.68

1.65%0.76
0.90
0.072
0.018
1.36
230
M3
2
0.70
1.80
3.5
0.8
15-20
25-30
25%
1.5°/3°
$©305%100
3.3
4x6/220
24/30
1520



Lift Table & Access Lift

Electric Order Picke WF series

+ Dramatically reduces strain, increases safety and productivity in those repeat picking applications.
+ Hand pushed unit which is easy to manceuvre.

+ Quick battery operated lift to desired height.

+ Two parking brakes ensure safety rest.

+ Supplied with battery and automatic charger.

+ With added safety featrues: mandatory two handed controls safety bar, etc.

+ Conforms to EN280.

Model WF200
200
1

1500

 00x550

e e i

erall Size C wmmy | 1210x630%1040

s

Capacity (including operator)

-
[e)
=3
)
o
(0]
Q.
8
o
-
T
®
[(=]
=

Tiz

ER)

Raised Table Height
Platform Size

e
3

23

Overall Size (m
Net Weight

13

—
e
w

Order Picker FT series

+ Extra stabilizer and floor brake improved the stability.
+ Capacity: 200kg.
+ Conform to EN280.

|
I

Model FT200 | FT200A
) 200 i 2200
) 480 e
Raised Table Height ~~~ (@m) | 2720 3500
)
)

Capacity (including operator) (kg
Lowered Table Height (mm

Platform Size (mm 640600 ‘ - e40x00

Power Unit (W DC 800 DC 800

Battery (servicefree) ~ (ARN) | &s12 . g2
1455x740%1780 : 1455x740x2100

e

Overall Size (mm
Net Weight (kg




Lift Table & Access Lift

Semi Aerial Stock Order Picker YS P series

Model YSP0327 YSP0330 YSP0340 YSP0345
‘Max Platform Height mm 2700 3300 4000 4500

Max Machine Height mm 4020 4900 5400 ©s100
Ground Clearance mm 35 35 35 35

swL kg 200 200 200 200
Platform Size mm 630620 830x620 630620 630%620
R B e e
Battery V/Ah 121120 121120 12120 121120
Charger VIA 1215 12115 12115 12115
Overall Length mm 1300 1300 1300 1300
e ena e T
Overall Height mm 1760 2040 1810 1980
Upspeed s 16 ) 28 34
Down speed S 14 16 ! 18 20
e T N e

Self-propelled Aerial Stock Order Picker SYS P series

J
Model SYSP0327 SYSP0330 SYSP0335 SYSP0340 SYSP0345
Max Platform Height mm 2700 3000 3500 4000 4500
Max Machine Height mm 3989 4439 5189 5400 6000
Ground Clearance mm 40
Platform Size mm 650%690
‘Max Driving Speed(fall) km/h 4
Max Driving Speed(rise) km/h 15
-Mi.r-l._léu-rr{ing. S o T
Max Adapted Ground Degree % 15~20
Driving Wheel Size Cin $230%80
Caster Size Vikw ]
Li'f'ti'hg-Moto'r- S S V,'kw : 2x24,'04 e
Maintenance free battery V/Ah 24/1.6
Charger VIA Cox121120
Overall Length mm 24/20
Overall Width mm 1520
Overall Height mm 7o 1880 oTe0 180 1990
Overall Weight kg 560 580 2110 662 | 682




Lift Table & Access Lift

Mobile Dock Leveler MDL Series

+ Convenient to move anywhere load cargo.

+ Conform to CE directive.

Model MDL60 MDL80 ; MDL100 MDL120 3 MDL150

Load Capacity (kg) 6000 8000 10000 12000 | 15000

Slope lengthA  (m) 7 7 . 78 & g
Platform Length B (m) 22 ' 22 24 4 4

Lip plate lenghc~~ (m) 03 03 o3 03 03
Gudie Plage Length D (m) 1 1 1 1 1
OveralllenghE  (m) | 105 105 12 1133 133
Net Path Width F (m) 5 : 2 2 23 P
OverallWidth 6 (m) | 24 24 24 246 285
Min. Height H (m) 1.2 1.2 ’ 1.2 1.2 ‘ 1.2
Adjustable Heightl  (m) | o5 05 o5 o5 -
Max. Height J (m) 17 i 1.7 1.7 1.7 17

Stationary Dock Leveler SDL Series

+ Convenient to move anywhere load cargo.
+ Conform to CE directive.

Model SDL601 SDL602 i SDL801 i SDL802 i SDL1001 i SDL1002

Load Capacity (ka) 6000 6000 8000 i 8000 10000 10000

Platform Size ~ (mm) |  2000x2000  2500%2000 ©2000%2000 © 2500%2000 ©2000%2000  2500%2000
i (mm) 400 400 40 400 400 40

S (mm) | 300 400 : 300 C400 300 : 40

Tilting down B (mm) 250 300 250 300 250 300

Motor (kw)| 075 075 . 075 o075 075 015

Pit size (mm) 2060%2040x=600 2560%1040x600 2060%2040=600 2560x1040=600 2060x2040=600 2560x%1040=600




Lift Table & Access Lift

Edge Dock Leveler EDL Series

+ Edge-of-Dock Levelers are smooth and easy to operate. Whether using the handle or
wall-mounted push button (on hydraulic unit) your Edge-of-Dock extends fully to the height
of the trailer bed for safe freight handling. All the benefits of the mechanical system are also
available in hydraulic system.

+ Edge-of-Dock Levelers are smooth and easy to operate. Whether using the handle

or the wall-mounted push button (on the hydraulic unit) your Edge-of-Dock extends fully to
the height of the trailer bed for safe freight handling. All the benefits of the mechanical
system are also available in our hydraulic models.

+ Quick, easy lifting and positioning:

+ Our exclusive Cam Lift mechanism sets the board in place with one-quarter the effort
needed to

+ operate a conventional edge of dock.

A DIMENSION

B DIMENSION

47 ACTUAL WIDTH
Model Number EDLE00 EDL800 EDL1000
Load Capacity kg 6000 8000 - 10000
Height Difference mm -130/+130 -130/+130 -130/+130
Platform length mm 300 300 300
Platform width mm 1830 1980 2140
Lip length mm 400 | 400 400
Lip width mm 1830 1980 2140
Overall width mm 2590 2740 2900
Wet Weight kg 170 180 190




MESSSAGE




Yi-lift Material Handling Equipment Co.,Ltd.

Add: NO. 396 Changhong Road, Wujing District, Changzhou, P.R. China.
Tel: 0086-510-68937216, 82305022, 66030831, 68937214

Fax: 0086-510-82730160

E-mail: sales@yi-lift.com

@ Http: //imwww.yi-lift.com www.yiliftmhe.com
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